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Previously, camera manipulation and data storing/searching were possible only on the DVR
installed computer. This meant that a person must physically present in front of the specific
computer for even minor administration such as checking the current status of the system.

This has become a big hassle for those who must overlook many DVR systems. To
overcome these difficulties, DiViS Net has been introduced.

With DiViS Net, you can now enjoy all the functions of a DiViS system anytime, any remote
location by connecting to the main server computer over modem, LAN, or Internet. The
functions include checking the system status, searching the stored data, and even changing
the user settings and the recording schedule.

The ability to be able to perform total control from any place any time is what DiViS Net
makes by introducing Network Security Program for the next generation.

For any question you have, please contact to the following address.
When you are sending your concerned matter, please include your country and phone
number.

E-mail: support@divisdvr.com
Tel: 949-833-1010

Fax: 949-833-1015
www.divisdvr.com

S 2E Divis
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e Support TCP/IP.

Support communication protocol to log in DiViS DVR.

» Real-time Monitoring of DiViS motion pictures
Log in DiViS Net and monitor all DiViS DVR system images in real time.

 Flexible relocation of displayed channels
Displayed channel can be moved to desired location of the screen by simple drag and drop.

« Searching and Recording DiViS data
Various feature for Search and Recording, and even bring data to save it on the local computer.

* Audio Search
Recorded audio data can be retrieved DiViS Net software.

* Two-way Voice Communications
DiViS Net provides voice communication capabilities with the DiViS DVR system.

* PAN/TILT/ZOOM/FOCUS remote control
PTZ Controls can be attained by manipulating DiViS Net program.

e Manipulate DiViS DVR Settings
Ability to change settings of DiViS DVR system from DiViS Net, such as enable / disable of
cameras, change recording schedule, and change setting of sensors.

* Remote Notify function (Automatically message alert sent from DiViS DVR)
When DiViS DVR System detects motion or sensor trigger, it notifies its event and automatically
turns on DiViS Net (while DiViS Net is minimized). Also can be verified from event viewer

* Analyzing Event Log
DiViS Net can receive and record events notified from DiViS DVR System, and the event viewer
will directly connect to the DiViS DVR System to retrieve data.

-DiViS CAP, DiViS MPG, DiViS LIVCAP, and DiViS ACAP are all supported.

S oDivis
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Click 'Setup.exe' and follow the procedure.
4 CHANCE-i €O, LD,

DiViS-Net(Integration) Ver. 11.06.5 - (2006/12/27)

CHANCE-i CO., LTD.

Divis-Net

The InstallS hield® wizard will install DiViS-Met on your
computer. To continue, click Mext,

After installation, following folder will be created in the Start menu.

i  Divis-Met AT Yiewer
e Divis-tet
@ Ewvent Yiewer

@ Uninskall

DiViS Net: DiViS Net program
AVI Viewer: Program to view video clips recorded at the local storage.
Event Viewer: Program to view event log.

Uninstall: DiViS Net remove program

e —— AW oDiVvis
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4.1. DiViS Login Setup
Run DiViS Net. Then following dialogue box appears, which asks for ID of DiViS Net.

« Login: ID / password are for the authorized manager who controls the local network system. Note
that login name and password here is for DiViS Net program. It is different login and password
than that of DVR—main.

* New: Create a new user (management) who wants to have the new network system.

« Edit: Change the existing information of registered user.

» Cancel: Exit without change.

* Minimized screen: Make the tray icon of this network program. Used for Remote Notify.

For the first time, or to add a new user, click “New” and type the information of user as follows.

Login Name | « Login name: ID for a DiViS Net program user.
» Password:  Password for Login.
» Confirm P/W: Reconfirm the password

Fassword |

Confirm PAW |

0K I Cancel

Note: The user created here is for local manager, which is not related the user(s) registered at
DiViS DVR System.

After you input the above information, click “OK”. Then, “Add, Delete and Edit site information”
screen will be appeared.

e S Divis
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4.1.1. Site Setup

Config / Settings

Setup Connection kMode

o es

MISC, Configuration
IP Server Setup
Change Login Passwaort

/]

< |

Delete Current User ‘

X
= = .

&3
* New: Add new site information.
« Delete: Delete the registered site.

Site Name Address

E

-

New Delete ‘

Method

Save ]

» Save: Record any changes made.

« = : allows users to sort the list of sites.
Select a site and press either one of the
arrow buttons to move an entry up/down.

* Apply: Apply any changed setting and
close the Config / Settings.

« Close: Close Config / Settings without
applying changes

Apply |

Close ‘

Note: Any changes will be effective once the Save button is clicked. Close or Apply without Save
will loose all changed information. The same site name can not be registered twice.

Click “New"” to add a new site information.

© Setup Connection Mode _  Site name: Assign system’s name or
E :\;I'Ssté.r\i?nsfigtt?tion e = site name. In the use of IP Server., put the
e Changh Code No. , The code for Server side can
be set at “system->Use IP Server” in the
Site Name  [test DiViS DVR Setting.
Method [TCPAP ] Note: This code is also necessary for
Address [192.768.1.96 Remote notify.
Username  [admin * Method: Select “TCP/IP” when you are
Password  [reees] using LAN, cable modem, ADSL. In case
Port Properties of IP Server, select “SERVER”.
[ ok ] cancel | » Address: Assign IP address of system
J or IP address in use of IP Server.
New | Delete ‘ Save ] . .
< | & » User name: Enter ID, registered in
Delete Current User ‘ Apply | Close J DiViS DVR System.

» Password: Enter password, registered in DiViS DVR System

e —— oW Divis
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* Port (Properties): Set the port No, which was stored in accordance with “ Appendix > DVR

Management > Detail setting” in DVR main/ User’s Guide. It is recommended to use the default

data stored in DVR program unless it is necessary to use others.

1st
2nel
drdl
dth

Sth

001
003
500

007

1117°

+ (1024 ~ E553E)

Cancel

d

Click “OK” to finish a new site setting, then the added site will be listed as following.

Config / Settings

|

Setup Connection Mode

MISC, Configuration
IP Server Setup
Change Login Passwaort

|

Delete Current User ‘

£

-

)

Site Mame Address | Method
test 192.168.1.96 TCRAP
Mew Delete ‘ Save
Apply | Close

I

In order to edit the site information already stored, double click on the site name to change the data.
“Save” must be clicked to take effect.

7 Divis
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4.1.2. Setup Connection Mode

Config / Settings

Setup Connection Maode
Site Setup

MISC. Configuration

IP Server Setup

Change Login Passwort

ad

|

Delete Current User ‘

Setup Connection Mode

3
S

f+ Single ]test L]
" Multiple
Site Name | Camera| Camerals) | b
l_ [Maot Used] _ﬂ LJ
2_ [Mot Used] _ﬂ _'J
3 |[MotUsed] =l =]
4_ [Mot Used] _LJ LJ T
5_ [Maot Used] _L] LJ
B_ [Mot Used] _ﬂ _'J
7 |[MotUsed] =l =]
8_ [Maot Used] _LJ LJ
9_ [Maot Used] _L] LJ
£ [Mot Used] _ﬂ _'J
11 | [Mot Used] Bt i
[ E—— i i b
Save
Apply I Close

*Single: Check and select one of registered sites to access one site of DVR main.
*Multiple: Check to access multi-sites upon log in. Connection must be defined as following.

Config / Settings

Setup Connection Mode
Site Setup

MISC, Configuration

IP Server Setup

Change Login Passwart

|~

| 8

Delete Current User

 Single | =1
i+ Multiple
Site Mame Camera | Camera(s) &
l_ test _j 1 =
2 |test j 2 _'_j
3_ test _'J 3 _'J
4 |test |4 | M
5 | Office ~ =l
6 | Office -z -l
7 | office ~lar =
8 || Partial ~| 1.3.6.9.14
9 | [Mot Uged] _L] LJ
0 | [Mot Used] _ﬂ _'_j
1| NotUsed] -
[ A i i b

Save

Apply I Close

X

Setup Connection Mode

* Site name: select a site to connect.

e Camera number(s): Choose a camera

number, all, or partial
-All: Choose to display all available
cameras sequentially from the selected
site.
-Partial: Choose to display multiple
cameras from the site. Number of
cameras must be assigned. For example,
the position 8 will display camera 1, 3, 6, 9,
and 14 sequentially from site name Office.

“Save” must be clicked to take effect.

|

S cE Divis
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4.1.3. MISC. Configuration

Config / Settings

Setup Connection Mode
Site Setup
MISC, Configuration

IP Server Setup
Change Login Passwort

ad

| (&

Delete Current User ‘

3

MISC. Configuration

Avi Path

|

Browse

Browse
5 WMB

Log Path i

Max Size

Save

Anply | Close ‘

4.1.4. IP Server Setup

Config / Settings

e Setup Connection Mode
e 3ite Setup

e MISC. Configuration

>}

>}

Change Login Passwort

ad

| (&

Delete Current User

IP Server Setup

v Use IP Server

Server [
Code [
Interval 0 min ~
Anply Close

S oW Divis

*AVI Path: Assigns the path to store video
clips recorded while monitoring.

eLog Path: Assigns the path to store the
log file.

*Max Size: Assigns the maximum size of
the log file.

“Save” must be clicked to take effect.

*Use IP Server: Enables to use IP Server
if checked.

«Server: |IP address of the IP Server.
*Code: Assigns unique code name to be
registered at the IP Server. Code must be
named less than 10 digits, using case
sensitive alpha-numeric characters.
eInterval: Selects the time interval to
notify current IP address to the IP Server.

“Save” must be clicked to take effect.



www.DIVISDVR.com

4.1.5. Change Login Password

Config / Settings

e Setup Connection Mode
e 3ite Setup

e MISC. Configuration

e IP Server Setup

R _hange Login Passwor

ad

|

Delete Current User

Change Login Password

Old Passward I

MNew Password I

Confirm Password ]

Save

Anply Close

10 Divis

*0ld Password: Enter current password
*New Password: Enter new password
*Confirm Password: Confirm new
password.

“Save” must be clicked to take effect.
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4.2. Accessing DiViS Net

RATE CONTROL

: Minimize DiViS Net software in the system tray. Click at right bottom corner will bring the
full window.
T— » Date/Time: indicates the time and date of the location of DVR Net
01/23/06 16:02:34 * Login name: User ID currently logged in with.
L':'g"f]“ame « Event Information: It is the place to indicate any of event
Event Infarmat notification from connected site(s). To receive natification,
; “Remote notification of events” must be checked on DVR main.

» Transfer Status: This is indicating the connecting speed as

bench mark only.
: Refresh the connection.

e — 11 Divis
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Press “CAMERA” to control the PTZ.

. PTZ cameras connected to DiViS DVR System can be controlled from
DiViS Net. The arrow buttons will move the camera in the direction of the
arrow, and the ZOOM, FOCUS buttons will manipulate the camera
accordingly. However, only user with permission can control the PTZ
setting.

The number in the middle circle indicates the camera number being
controlled, and the push of top or bottom arrow button makes the selection
of the camera.

: When the PTZ camera supports preset function and tour, this control is
available at DiViS Net. However, settings of preset and tour must be made
at DiViS DVR System. And No. of available preset points are depending
on the camera’s feature.

Press “IMAGE” to show image control.

[MAGE CONTROL

: Adjusts the image quality such as Brightness, Contrast, Saturation and
Hue by pushing the arrow buttons.

Press “RATE” to adjust resolution and compression rate .

HATE COMTROL

e —— 12 Divis

: Compression Rate can be adjusted between 10 ~ 90 to enhance the
transmission speed (* for default compression rate). Lower value will
provide faster transmission. Resolution can be selected among 1/2, 1/4, or
1/8 (* for default resolution), and lower resolution provides faster
transmission speed. Compression rate and resolution adjusted here are
not changing actual resolution and compression rate recorded on the
server.

Note: this section cannot be applied to MPG series products.
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Press “MISC” to contol following functions.

BAIEC. CONTROL

e Switching (SLOW / FAST): Adjust switching interval slower or faster
when the channel is displaying multiple cameras by switching (Applicable
for multi connection only).

« Position Number: Displays the position number on the image.

« Site Name: Displays the site information on the image.

e Camera Number: Displays the camera number on the image.

« Camera Name: Displays the camera name assigned at the server.

« Date / Time: Displays date and time from the server.

« POS Data: Displays POS data if available.

» Event Mute: Mutes the beep sound by the event natification. It also disables the popup by event
notification while minimized.

Displays the position number, which is currently selected. All
adjustments and/or contols are applied to the camera on this position.

: Shows the event list, which contains log of events notified from server(s).

Double clicking on the event will popup the search window to retreive data immediately.

( n FEEITIGN NUMBER

: Open the “Config / Settings” Window (Refer to 4.1.DiViS Login Setup for detail).

| Record i : Records all displayed channels. Each channel will be recorded in MP4 format at
the AVI Path assigned from “Config / Settings” => “MISC Configuration”. The position with enabled
switching camera will not be recorded. Switching camera must be disabled when the desired
camera is on, before start recording.

Search recorded data from server. Multiple search windows can be initiated
simultaneously to search multiple servers at the same time.

@ : Adjusts setting of DiViS DVR System from DiViS Net.

13| Divis
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: Changes display mode to 1, 4, 6, 9, 10, 16, or 36 split screen.

! : Displays next set of view.

! : Enlarges the image size from single channel display mode.

! : Reduces the image size from single channel display mode.

! : Enlarges the DiViS Net screen with minimal control buttons.

! : Enables on-screen PTZ Control. If enabled on the PTZ camera connected, Using mouse, left
click and drag on the screen to pan and tilt the camera, and scroll to zoom in and out

: Displays status of current screen mode. Pink color
indicates positions currently on-screen.

: To control voice communications between DiViS Net and DiViS DVR System. For
this function, "Sound Recording” of Settings in DiViS DVR System must be checked.
The functions of four taps are “Send Voice” / “Receive sound” / “Send and receive
voice” / “cancel”, from the left.

: Displays status of Relay on DiViS DVR System. Relay can be activated / deactivated by
clicking on the buttons.

@ : Click this to exit from DiViS Net.

e —— 14 DiVis
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4.3. Remote Search
Search data of DiViS DVR System from remote location using DiViS Net.
: Click the remote search button to start. The window on the left will show up with list of

registered sites

4

Select the site to search, and click “OK” to start search.

0] | Cancel

| 2007.01 << »>
MoOT W

2006. 01
. The calendar allows the user to choose the specific date in which to

search through. Days with stored recorded data will be highlighted red.

15| Divis
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search Tool | Image Iool | : Change between search tools and image control tools.

: Buttons in upper line works for fast rewind (left directional arrow) and fast
forward (right directional arrow). Buttons in middle line activate the normal
playing back in forward and reverse but the speed can be adjusted by
controlling (- ),( +) tap on the top. The buttons in lower line give playback
frame by frame, forward or reverse.

: Image Tools allow the user to adjust image properties to enhance the image
quality. Adjustments are not effecting to the original image recorded.
Click on Cancel to go back to the original image.

Zoom Search: It is possible to zoom in, up to x3, to the desired area using right click of the
mouse while, or before searching (Available only at single channel search)

@ : hides the time information.

: Select one of the split image profiles for viewing the images.

.. : These taps give the enlarged screen by (+) or return to small screen by (-).

: The camera number is shown vertically on the right and hour on bottom horizontally, and
minute on top horizontally. The searching point can be selected by clicking the camera number,
hour, and minute (shown in red).

. In above picture, selection of camera can be done by clicking these buttons, scrolling
camera group as 4 camera in a group, namely 1~4, 5~8, 9~12, 13~16

16J] Divis
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H . The camera icon indicates camera mode. Clicking the icon will toggle to sound
‘ Bl search mode to retrieve recorded sound with image. While searching multiple channel,
selected camera for audio playback will be indicated with yellow caption as shown below/

: Click "Save As" to save the current image, jpg format.
: Print the image currently on display.

m : Save images as a movie clip, MP4 format.

L Scarch L : Initiate “Smart Search” feature shown below.

woion Tewl |

s o o Note: Please refer to the DiViS DVR manual

s [—a for detail information about this feature.

Condifan2:  [Ne Ssiact i i =l '— . oy .

Conton3: oo = [ [ Motion Sensitivity may be different than
=L running this feature from DiViS DVR

E— — (server) and the result might differ even if
B b i ] ; the search is performed under the same
sis ¢ i condition.

1E0E 233 o s

@ . Exit Search.

17| Divis
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4.4. Remote Setup

Select Site To Setup

202
Demo system
Office

G m—

I

4.5. Event Viewer
Event Viewer allows user to review the event log of Net software. It also contains all event record

: Allow user to change the configuration of DiViIS DVR System from DiViS Net. The
following screen will allow the user to select the site.

Select the site and click “OK”
Changes will be applied to the selected DiViS DVR System.
Some of setting are not accessible from the DiViS Net.

Note: For further setting guide, please refer to 5.Configuration of
“Installation and User’s Guide” for DiViS DVR System.

notified by DiViS DVR System. Please refer to the “5.3. System - Allow remote connections” on

Installation and User’s Guide to set remote notification.

: opens the following Event Viewer window.

FelF} View(l)

R IT—

5 OvH EVENT PUMEEE
= RELAY = 19216,
= SENSOR = 152 160
=) B
= CAMERA = 152 168

= DISK !
= e 1221601, %

ﬂ Search Popup Wind

| Event Type

| Event Time | Oata B,

N [ Camers Numbsr
1

ow

MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION
MOTION

i |

[E=

CO0E-U2-0R 1505300

Events can be reviewed and/or searched by
categories. Double clicking on a recorded event
under Motion and Sensor will load a search
popup window, which enables to playback
instantly, as shown below.

: Popup search initiated from Event Viewer.
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5.1. Changing Position

At the connection of Net software, connected cameras will be positioned in order of camera numbers.
It is possible to relocate the camera position to the desired location by left click on the image that

needs to be relocated, drag it to the new position, and release the mouse button.

5.2. Movie Clip & Snapshot
Either movie clip or snapshot can be created while monitoring. Right click on the desired position and
select “Save as Movie Clip” or “Save as Snapshot.

il Save as Movie Clip: check to create mp4 format movie clip
49.; , until unchecked. Recording will be automatically finished when
' Lafr Net software is minimized. Recorded file will be stored at the
location assigned from MISC. Configuration, AVI Path.

Save as Snapshot: select to capture the image. It will bring up a snapshot window with a captured

image, and the image can be saved as a jpg format file by double clicking on the snapshot window.
— = = :A

19| Divis
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5.3. Event Notification

Event notification allows DiViS Net users to receive notification from DiViS DVR System when any
event occurs, such as motion and/or sensor detection. In order to activate, following settings are
required at the DVR Main. Open System Setting from the DiViS DVR System to configure settings.

E _-:.:::l =
siainis Systemn Setup
ER
Site Information Sereen
Initinl screen 4 View =| | Normal I [
SiteName |k
Sl Tv-out nutn 0 AView | |l [
Cods Othe] ] | s P ;. E e
Bandwidth Contral | MAX e
Startup B Famoi o T Auiliary functions
@ sues Method TCRIP el
B Enabi IF{Code 51.23.108,131 |
B Ute e-mail
W Schodd B UseP Server
5 | v Skl
a I garvar :I
Alloiw rermote connacsans Fropedies |
Hottyinterval  [0]=] hour [AT]<] min (= L -
Log write Q Intemal Program CO Burm
e (ox ) oma ]| o on [ ]
B Miotionlng B Useriog Samng log off imaout |||1 || min
B Leszlog B Disklog

Check “Allow remote connections” and open properties. Check “Remote Notification of events”, and select
the method. In IP/Code column, enter IP address or Code depending on the method selected.
Note: The code shall be same as the one entered in “Code” at 4.1.3. IP Server Setup

Camera Setup

- I
Camera 1 J e _]
Goel By Gl P s
olor control
General bighnass 127
~ ' 127
t
B UseFcSpeaker : K
| S 0
B Foplp e
B Teou - H
B Sacond Scrsan x| 1 \(’—"| ]']_. :
@Hnmh}m
@U;a Noirty Schadule
Evanl nolify method ak Cancal
Ditoctive moson - Notification Froporios | Sensitnity o
@ — . .
PanfTit Camera method Rk o mokion =
[ Uss pane comarn B Low [<] l L
e Gl o Gt

From “Color & motion” of “Camera Setup”, check “Detective motion — Natification”. Click on “Properties”, and
check “Remote Notify” to send notifications when an event occurs. Check “Use Notify Schedule” to utilize the
schedule to notify the DiViS Net. If selected, notification schesule on the folloing page must be configured.

e — 20 Divis
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|

Camera | [ Geners [ Scheduie | _Golor s moten |

Recording schedule

-

Wil

gas

(4[5
[@]
z
i
=
¢
3

[@ Moton  |() Dwpley | SensortMoton [ @ Nomsls Evert |

Set up “Notify scheduling” in “Scheduling” of “Camera Setup”.
When event notification is completely set, Net software will display and store the event information into the log

file, which can be retreived and searched by the Event Viewer. Also it will allow to restore the Net software, if
any event occurred and notified while Net software is minimized.

The DiViS Net may be minimized, but must be running in order to receive the notification. The icon will be

placed on the system tray when it is minimized. B e e
|Eg|§| 2141 PM
5.4. Dial-Up Connection

In order to connect to the DiViS DVR System through regular phone connection, both DiViS DVR System and
Net system need to be equipped with modem, and Dial-Up Server / Client must be configured. The following
instruction is based on the Windows XP environment.

5.4.1. Installation of Dial-Up Server
On DiViS DVR System, click “Start > Control panel > Network Connections.”

"= Network Connections [ =1[E3]

o
Click “Create a new connection.”

v B e

3 control Panel
&3 My Network Places

System Folder




Hew Connection Wizard

Welcome to the New Connection
Wizard

This wizard helps vou;
* Connect to the Intermet.

* LConnect to a private network, such azs your workplace
netwark,

* Set up a home or zmall office network.

To continue, click Mext.

[ Mext> | ’ Cancel ]

MHetwork Connection Type
“wihat do pou want bo da?

(_) Connect to the Internet
Connect ta the Internet 2o pou can browse the “Web and read email.

() Connect to the network at my workplace

Connect to a business network. [uzing dial-up or YFPM] g0 wou can work from home.,
a field office. or anather location.

() Set up a home or small office network

Connect to an existing home or zmall office network or zet up a new one.

(#)5et up an advanced connectior:

Connect directly to another computer using your serial, parallel, or infrared port, ar
zet up thiz computer so that other computers can connect to it

[ < Back “ Mewxt » l [ Cancel ]

Click ‘Next’.

Select “Set up an advanced
connection”, and Click “Next”".

Mew Connection Wizard
Advanced Connection Dptions
Wi hich tppe of connection do you want to set up’?

Select the connection bwpe pou want:

(®)Accept incoming connections

Allow other computers to connect to this computer through the Intemet, a phone
line, or a direct cable connection.

() Connect directly to another computer

Connect to anather computer using vour zenal, parallel. or infrared port.

[ < Back “ Mext > l [ Cancel ]

Check “Accept incoming connection”
and Click “Next”.

I —— o2 Divis
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D for Ir

ing Co .
You can chooze the devices your computer uses to accept incoming connections.

&)

Select the check box next to each device pou want to use for incoming connections,

LConnection devices:

Em

Direct Parallel [LPT1]

[ < Back ” Mest > l[ Cancel ]

New Connection Wizard

Incoming Virtual Private Network [VPN] C. ti @

Anaother computer can connect to yours through a VPN connection

Wirtual private connections to your computer through the Intermet are possible only if
your computer has a known name or IP address on the Internet.

If you allow WPM connections., the spstem will madify the Windows Firewall settings to
allow your computer to send and receive YPN packets.

Do vou want to allow virtual private connections to this computer’?

() Allow virtual private connections

(Do not allaw vitual private connechons

[ < Back ” Mest >

l [ Cancel ]

Select a proper modem from device list, and click
HNeXtH

Select “Do not allow virtual private connections”,
and click “Next".

New Connection Wizard

User Permissions
You can gpecify the ugers who can connect bo this computer.
Select the check box next to each user who should be sllowed a connection to this
computer. Mote that other factors, such as a disabled user account, may affect a uzer's
ability to connect.

Users allowed to connect:

tar

%7 DI15GEVLE

O g Guest

O g Helpdssistant (Remate Desktop Help Assiztant Account]

O SIPPORT_288945a0 [CM=Microsoft Corporation L= edmond 5 = ashingt

[ 7 VISR DI1SGEYL-DO7I05 WSA Server Accaunt] b
< | ¥
[ Add... ] | Bemave | [ Properties ]
[ < Back ][ Mext » ] [ Cancel

Click “Add” to add a new user. The user must be

created to allow connection to the DiViS DVR
System.
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Fill out the user information and click “OK”.

User name: |dw | This user information must be used at the Dial-Up
Full name: EX | Client, which will be discussed on the next chapter.
Pazsward: |o |
Confirmn pazsword: |o |

[ ok ][ cancel |

Note: The “Allowed User” means “RAS User” who can access the Dial-Up server from Dial-Up Client.

New Connection Wizard

User Permissions After a user created, make sure to
You can specify the users who can connect ta this computer. check the user created, and click
“Next”.

Select the check box next to each user who should be allowed a connection to this
computer, Mote that other factors, such as a dizabled uger account, may affect a user's
ability to connect,

Uzers allowed to connect:

145 Adriristrator -
1 %7 DI15GEVLE

O m Helpdszistant [Remaote Desklop Help Assistant Account)

[ #% SUPPORT 3889450 [CH=Micrasoft Carparation.L=R edmand,5 =\ ashingt
< | >

[ Add... H Bemove H Properties ]

[ ¢ Back “ MNest » l’ Cancel ]

New Connection Wizard

- . Select “Internet Protocol TCP/IP” and
etworking 5oftware
Metworking goftware allows thiz computer to accept connections from other kindz @ click ‘Properties’ .

of computers.

Select the check box nest to each type of networking software that thould be enabled
for incoming connections,

Metwarking goftware:
)

ile and Frinter Sharing for Microsoft Mebworks
(o5 Packet Scheduler e

Description:

Transmizzion Contral Protocol/nternet Protocol. The default wide area netwark protocol
that provides communication across diverse interconnectad nebwarks.

[ ¢ Back “ Mest > l[ Cancel ]
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Incoming TCP/IP Properties

Metwork, access

[w]idllaw callers to access my local area networki

TLCPAP address assignment
() Assign TCP/IP addresses automatically using DHCP

(#) Specify TCP/P addresses

Erom: | 132 188 . 55 . 1
Io | 192 168 . 85 . 2
Total: 2

[ Allaw calling computer to specify its own IP address

Ok H Cancel ]

New Connection Wizard

Wizard

create the following connection:

Incoming Connections

Connections folder.

Completing the New Connection

r'ou have successfully completed the steps needed to

The connection will be zaved in the Netwark

To create the connection and close this wizard, click Finish.

Check “Allow callers to access my local area network”.
In TCP/IP address assignment, check “Specify TCP/IP
addresses”, and fill out from and to IP address as shown
in picture. It is strongly recommended to use as it is
shown. Click “OK”, and click “Next” at the Networking
Components.

When the connection established successfully, ‘From’ IP
will be the virtual IP of the server, DiViS DVR System,
and ‘To’ IP will be assigned to the client.

Specify the connection name and click
“Finish”. Any name may be used for
connection name.

[ < Back, “

Finizh

i [ Cancel ]

Fle Edt Miew Favorites Tools  Advanced  Help

[ELTRS

address | & Network Connections

5 /' ) Search

Foders  [135]-

| Incoming
Network Tasks )

[&] Creste 3 new connection &
€ Setup & home of small
= Gffics network

@ Change Windows Firewal
settings

J LAN or High-Speed Internet

:,'j Delete this connection ‘ = a
I ™ Local Area Connection
Change settings of this v Connected, Firswaled
cannection T A Marvel Vukon S8E8050 PCIE ..

Other Places

@ Contral Panel
W ry Network Flaces
(2} My Documents
j My Computer

Details

Incoming Connections
Incoming
Mo dlients cornectsd

'lll

v B
Upon completion of Network Connection

Wizard, the new connection icon will be
located in Network Connection.

Incoing Conrections
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5.4.2. Installation of Dial-Up Client
On DiViS Net system, click “Start > Setup > Control pad > Network Connection.”

"= Network Connections

file Edt  wview Favortes Tooks  Advanced  Help o

- 1 3 ®) g H “ H ”
Qreck - @ - F | Osewch [y rolters [T Click “Create a new connection.
Address \,‘:\- Metwork Connections | &

Network Tasks &

|&] create a new connection

# Setup a home or small
office networl

k.
See Also £
i) Metwork Troubleshaoter

Other Places

3 control Panel
W3 My Network Places

2} My Documents

i My Computer

Details

Network Connections
System Folder

New Connection Wizard

Welcome to the New Connection s )
Wizard Click ‘Next’.
Thiz wizard helps you:

* Connect to the Internet.

* LConnect to a private network, such as your workplace
network.

* Set up a home or small office netwaork.

To continue, click Nest.

[ Memts> | [ Cancel
Metwork Connection Type .
L T e @D Select “Connect to the Internet”, and Click “Next”.

Connect to the Intermet o you can browse the Web and read email

() Connect to the network at my workplace
Connect to a business network [using dial-up or YPN] so you can work from home,
a figld office, or another location,

() Set up a home or small office network
Connect to an existing home or small office network or set up a new one.

() Set up an advanced connection

Connect directly to another computer using your serial, parallel, or infrared port, or
set up thiz computer so that other computers can connect to it

[ < Back ” Mest > l[ Cancel ]
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Getting Ready “ H ”
The wizard iz preparing to zet up vour Internet connection. @ SeIeCt Set up my ConneCtlon manua”y 1 and
Click “Next”.
Haow do wou want to conhect to the |ntarmet’?
() Choose from a list of Internet service providers [ISPs)
OF: lye
For a dial-up connection, you will need pour account name, password, and a

phone number for your ISP, For a broadband account, you won't need a phone
numiber.

() Use the CD | got from an ISP

[ < Back H Mest » l[ Cancel ]

New Connection Wizard

e Select “Connect using a dial-up modem”, and
How do wou want to connect to the [ntermet? @ CI|Ck “Next”.

This type of connection uses a modem and a regular or ISDM phone line.

(C) Connect using a broadband connection that requires a user name and
password

This is a high-speed connection uzing either a DSL or cable modem. Your ISP may
refer ko this type of connection as PPPoE.

(O) Connect using a broadband connection that is always on

This is a high-speed connection uzing either a cable modem, DSL or LaN
connection. |t is always active. and doesn't require you to sign in.

[ < Back H Mest » l[ Cancel ]

New Connection Wizard

Connection Name H “ ”
“what is the name of the service that provides your Internet connection? @ Set ISP Name as yOU Want, and CIICk NeXt .

Type the name of wour ISP in the following box.

ISP MName

dur

The name vou lype here will be the name of the connection pou are creating.

< Back H Mest » l[ Cancel
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Phone Number to Dial
ety S phene unber? é? Enter the phone number which is assigned to
Tiyme e phare e el the DiViS DVR System, and Click “Next”.

Phore nurmber:

*You might need ta include a 1" or the area code, or both. If you are not sure
you need the extra numbers, dial the phone number on your telephone. [f wou
hear & modem sound. the number dialed is comrect.

[ < Back ” Mest » l[ Cancel ]

New Connection Wizard

b A t Inf tion . . .
'ou willc:ec:;nan account name and paszsword to sign in to your Internet account. @ Enter the user |nf0rmat|0n y Wthh was Created
on the DiViS DVR System, and Click “Next”.

Type an 5P account name and password, then write down thiz information and store it in a
zafe place. [If you have forgaotten an existing account name or password, contact wour 1SP.]

User name: dvr
Pazaword: -
Confirm pazsword: o

Lze thiz account name and password when anpone connects to the Internet from
thiz computer

Make thiz the default Internet connection

< Back ” Mest » l[ Cancel

New Connection Wizard

Completing the New Connection
Wizard Click “Finish” to complete setting.

You have succeszfully completed the steps needed to
create the follawing connection:

dvr

* Make this the default connection

* Share with all users of this computer

* Use the same uger name & password for evervone

The connection will be saved in the Network
Connections folder.

[Jisdd a shortcut o thiz connection to my desktop

To create the connection and cloge this wizard, click Finish.

< Back ” Finish l[ Cancel
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5.4.3. Using Dial-Up Connection

* On DiViS DVR system
Make sure that the Dial-Up Server is configured and Main is running.

* On DiViS Net system,
Click “Start > Setup > Control pad > Network Connection.”

" Network Connections ElilEJ
Fle Edt View Favortes Tools Advanced Help o
OEack L > ‘T // ) Search | Folders - ) . )
T .5« | Theicon for the Dial-up will be

emorcrosis 5| [ displayed with the name assigned
i S dr
’i‘gnznzmhn " ﬂg?gﬁ;;;ﬁ;;‘;%gg':fgFm,,, while setting. Double click on the
@ &l Up & Nome or smal
& G i Lo or i Speed et icon. It is ‘dvr’ on the left picture.
i @—[ﬂ' Local Area Connection
Connected, Firewaled
See Also |_=r_b Intel(R) PROY100 VE Network ...

4y Metwark
Troubleshooter

Other Places

@ Control Panel

\j My Metwork Places
[ My Documents

ig My Computer

Details = e

Connect dvr

Verify the user name, password, and number to dial.
Then click on ‘Dial’ to establish the connection.

| If the connection fails, check modem drivers on both DiViS DVR
Mpems ' | and Net systems, under Device Manager, and check the Dial-up
Bassnad | /1o change pesaredzammod i) || server and client setting.

Save this user name and password for the following users:

() Me only
(%) Anyone wha uzes this computer

Diak | 128552485 v

[ Dial H Cancel ][ Properties ][ Help ]

If connected, run DiViS Net and register a site with following information.
Method: TCP/IP
Address: the virtual IP registered at ‘From’ in Dial-up server.
Username & Password: user information registered at the DiViS DVR System.

After setting the site information as above, it is ready to connect to the DiViS DVR System.

Note: The image will be displayed very slowly due to the limited transmission speed.
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